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WHAT IS A CONTROLLED
ENVIRONMENT?
Controlled environments are designed to enable
safe and efficient production, processing or service
delivery inside a building.
Each controlled internal environment has specific needs
related to the functionality of the building. In some cases,
the consequences of contamination inside a controlled
environment can be disastrous.
All controlled environments demand the highest standards
when it comes to construction materials and need to be built
to last. Building owners need to be confident that internal
surfaces including walls, ceilings and doors are reliably:
n
n
n
n
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Efficient
Durable
Easy to clean
Safe to use in food contact areas
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About Tata Steel’s European operations
Tata Steel is one of Europe’s leading steel
producers, with steelmaking in the Netherlands
and the UK, and manufacturing plants across
Europe. The company supplies high-quality
steel products to the most demanding markets,
including construction and infrastructure,
automotive, packaging and engineering. Tata
Steel works with customers to develop new
steel products which give them a competitive
edge. The Tata Steel group is among the top
global steel companies with an annual crude
steel capacity of 33 million tonnes. It is one of
the world’s most geographically-diversified steel
producers, with operations and a commercial
presence across the world.
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TYPICAL CONTROLLED
ENVIRONMENT APPLICATIONS
The Advantica® range of pre-finished steel from Tata Steel
includes a choice of proven products for applications in a variety
of controlled environments. These are now supported with a
guarantee on a project by project basis from Tata Steel.
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Food processing

Clean rooms

In areas where food is processed, packaged
or stored, the safety and purity of the final
product is obviously vital. Because walls,
ceilings and doors are prominent sources
and potential vectors for contamination,
they must allow for regular and efficient
cleaning. Surface finishes should not
taint the food products inside controlled
environments.

Pharmaceutical, data centres, IT facilities
and micro-engineering clean rooms require
environments which are easy to clean.
Specialised cleaning regimes are often
used to ensure sterile environments. Dust
reduction is also an important factor in
avoiding cross-contamination. Typical clean
rooms have a high volume of air transfer
and the air is usually filtered.

Advantica® food safe products offer good
resistance to the type of cleaning agents
typically employed in food processing
environments. In environments that need
to be dry-cleaned – such as powdered
sugar and flour processing areas – the
inert surfaces of our products ensure
superior resistance to staining caused
by environmental deposits.

Advantica® L Control pre-finished steel
provides anti-static properties to help
minimise the risk of airborne particles
contaminating the surface. The durability
of Advantica® L Control means it provides
excellent resistance to physical damage and
chemical cleaning agents. Its robustness
also makes it suitable for use in fully
demountable panel systems that can
be relocated.

The Advantica® food safe range comprises
Advantica® L Control and Advantica® CL
Clean products. These pre-finished steel
products are ideal for:
n Use in insulated panels – providing an
effective way to create temperaturecontrolled environments
n Dividing a production facility into
high-risk and low-risk zones
Fully tested and certified, Advantica® L
Control and Advantica® CL Clean are:
n Food safe
n Non-toxic
n Chemically inert
n Stain resistant
n Easy and robust to resist controlled
environments typical cleaning regimes
n Fully REACH compliant and free of
chromates including hexavalent chrome

Advantica® L Control for clean rooms is:
n Easy to clean
n Impact and scratch-resistant
n Anti-static
n Robust enough to relocate

Cold storage
Cold storage facilities are used for storage
of perishable food or other perishable
products. A facility can contain a number
of compartments, each needing to be
maintained at a specific temperature.
All such refrigerated rooms have
insulated doors.

Advantica® pre-finished steel products
offer the properties vital to the construction
of safe and efficient refrigerated buildings
and controlled atmosphere facilities. Our
products are suitable for walls, ceilings
and insulated doors. They are:
n Corrosion-resistant

n Durable

and scratch-resistant
n Approved

for food contact
n Easy

to clean

Medical environments
To help in the battle against secondary
infections, environments such as hospital
wards and operating theatres require
durable surfaces that withstand stringent
cleaning regimes.
In high-traffic healthcare zones, where
equipment and trolleys are regularly moved
around, wall surfaces are particularly prone
to damage. Surfaces that are cracked or
contain deep scratches are more difficult
to keep clean.
Advantica® L Control has excellent
robustness whilst being strong and durable,
even in high traffic areas, ensuring that the
product’s surface remains intact, allowing it
to be cleaned as normal.
Advantica® L Control:
n H
 as a surface that is easily cleaned using
conventional cleaning techniques found
in healthcare traffic zones
n I s suitable for the standard procedure of
rotating the types of disinfectant used
n I s robust – with excellent scratch
resistance
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INTRODUCING ADVANTICA®
When it comes to pre-finished steel for controlled environments,
our products set the benchmark for quality and innovation.
We have been producing Advantica®
pre-finished steel for controlled
environments for nearly 40 years and
apply our technical expertise and market
knowledge to ensure our products
continue to meet evolving demands.

surfaces help to maintain clean and safe
environments that are cleanable and,
where necessary, safe for direct food
contact. Advantica® products offer excellent
levels of resistance to corrosion, damage
and scratching.

Our market-leading Advantica® range has
been developed to meet the most stringent
requirements of controlled environments.
Advantica® provides the highest quality of
pre-finished steel surfaces. These taint-free

Furthermore, Advantica® L Control and
Advantica® CL Clean are now available
with market-leading guarantees which
demonstrates their performance and
provides peace of mind.

6

Advantica® products benefit from extensive
testing and are well-proven in a wide variety
of applications including:
n F
 ood processing
n C
 old storage
n C
 lean rooms
n M
 edical environments
n P
 harmaceutical
n D
 ata centres

Advantica® delivers benefits

Meeting your needs

Advantica® products for controlled
environments provide exceptional
levels of performance and a range
of benefits including:
n Fast and efficient cleaning – through
easy-clean surfaces
n Confidence that surfaces are food safe
– resulting from rigorous testing and
independent certification
n Operational flexibility – through the
ability to relocate the robust prefinished steel panels should the
building configuration change

Not all controlled environments are the
same. This means the demands on internal
surfaces can vary enormously. We offer a
choice of products to meet your needs:
n Advantica® L Control
n Advantica® CL Clean
n Advantica® GM
Our knowledgeable and experienced team
is here to help you select the best product
for your project. We will supply detailed
advice on installation and maintenance.
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ADVANTICA® L CONTROL
Developed for use in controlled environments demanding
the highest levels of cleanliness and food safety
Advantica® L Control is a proven and
highly durable pre-finished steel for use
in demanding controlled environments.
It has a PVC outer layer developed by Tata
Steel in conjunction with leading film
manufacturers. Advantica® L Control is:
n Food safe – meeting stringent
requirements for continuous food contact
n Highly resistant to staining
n Excellent corrosion resistance
n Anti-static – reducing the attraction
of dust and dirt
n Robust – for lasting performance
in high traffic areas
The anti-static PVC film has a nominal
120µm thickness. We can also supply
Advantica® L Control with a film thickness
of 150µm on request for applications
requiring higher durability. The food safe
properties extend through the entire
thickness of the film and are not limited
to just the external surface. See Figure 1
below.
Figure 1

Manufactured with quality built in
We manufacture Advantica® L Control using
a hot-dip galvanised substrate to EN 10346.
Following a pre-treatment, an adhesive is
applied. The PVC film is bonded to this pretreated substrate using a polyester-based
adhesive, applied in a roller coat operation.
The adhesive is applied at a thickness of
8µm and provides an additional barrier to
protect against corrosion.

Anti-static properties: The PVC film
incorporates a polar antistatic agent
which reduces the electrical resistance
of the surface to 1013ohms which in turn
reduces the attraction to dirt particles.
If anti-static properties are required then
Advantica® L Control is the recommended
product. Advantica® L Control prevents
the attraction of dust and dirt by surface
conductivity additive.

The reverse side of the product has a
backing coat which provides excellent
adhesion to most forms of adhesive
and insulation.

Typically food safe PVC films are white
and have a light embossed pattern on the
surface. Other colours may be available
upon request – please contact us.

Advantica® L Control complies with (EU)
No.10/2011 and EN 1186-1 and is suitable
for continuous food contact. However,
as the product is typically used for the
construction of walls and ceilings it is
not advisable for direct food preparation.

Guarantee

Clean and taint-free
All Advantica® products have been
subjected to rigorous industrial testing
for volatile organic compounds (VOC).
Advantica® L Control has been tested
in accordance with EN 16000-9 by an
independent laboratory and achieved
the highest rating, A+
The PVC food safe film on Advantica® L
Control is phthalate-free – eliminating
the risk of contamination.
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We can offer a comprehensive
guarantee with Advantica® L Control
up to a duration of 15 years. This is
offered on a request basis and project
by project. For further information
please see the guarantees section.

Case study in action
Pre-finished steel for controlled environments
Key Foods - Widnes, UK

The building

Client/Building Owner: Key Foods

This large ex-military building – 200 metres
long by 40 metres wide – was the ideal
place for Key Foods to expand its creamery
operations. The internal work saw the
creation of a wide range of rooms including
the main creamery and areas for chilling,
processing, and changing.

System Manufacturer – Internal:
Hemsec Panel Technologies
System type: PIR composite panels
Installer – Internal: Heritage Hygienic
Tata Steel products used:
Advantica® L Control – Internal
Colours: White (interior)
Year: Refurbishment began in July 2012

“This is a wonderful product
for meeting the needs of food
processing facilities. We chose
to use Hemsec panels using
Advantica® L Control by Tata Steel
because we have the reassurance
of the quality, and more
importantly the satisfaction of the
client.” says Managing Director
Greg Howell.

Advantica® L Control by Tata Steel, a
laminate pre-finished steel product, was
specified for its excellent food and fire safe
qualities and was used throughout the
entire interior of the processing and storage
areas, including doors and ceilings.

The challenge
The interior of the building was constructed
using Hemsec Panel Technologies Internal
PIR sandwich panel system. As a closed cell
product, this significantly enhances hygiene
by stopping moisture absorption. It is also
a well-insulated and completely fire-rated
(FR30) product.

uniformly distributed over the whole area
and a concentrated load of 0.9kN (BS 6399).
This facility requires a full range of doors
– sliding, chill-slam, high-speed and
personnel – and all have a PIR core lined
with Advantica® L Control by Tata Steel.
An additional challenge came when Key
Foods added a garlic process –adding a
requirement for a fully airtight room to
prevent any odour tainting the products
in the creamery side of the business.

The solution
The panel installation and room fit-out was
completed by Heritage Hygienic, a specialist
company in all kinds of hygienic installation
for supermarkets, food processing and the
National Health Service.

The composite panels were used to create
the walk-on suspended ceilings, allowing
access to the range of services such as
plumbing and electricity above, as well as
for ease of cleaning and maintenance. The
panels have a maximum span of six metres
and achieved a loading of 0.25/kN/m2
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ADVANTICA® CL CLEAN
Suitable for a range of controlled environments including
clean rooms, food processing and cold storage
Advantica® CL Clean is a high-performance
pre-finished steel with very good corrosion
resistance and flexibility. It has a PET (a type
of polyester) outer layer which ensures that
the product is:
n Food safe – meeting requirements
for continuous food contact
n Highly resistant to staining
n Corrosion-resistant
n Smooth surface
Due to its inert properties, PET is commonly
used in the manufacture of many items
including soft drink bottles, frozen foods,
salad dressings and oil. The PET outer layer
on Advantica® CL Clean contributes to the
product’s durability and provides its food
safe properties.

Manufactured with care
We manufacture Advantica® CL Clean using
a hot-dip galvanised substrate to EN 10346.
Following a surface treatment, a high-build
primer is applied. The primer has a nominal
coating thickness of 18µm. It gives the
product its excellent corrosion resistance
and flexibility. See Figure 2 below.
A coloured topcoat – providing the colour
of the finished product – is applied on top
of the primer. The topcoat has a nominal
thickness of 17µm and acts as an adhesive
to bond to the PET outer layer.
The reverse side of the product has a
backing coat which provides excellent
adhesion to most forms of adhesive
and insulation.
Figure 2

Advantica® CL Clean complies with (EU)
No.10/2011 and EN 1186-1 and is suitable
for continuous food contact. However,
as the product is typically used for the
construction of walls and ceilings it is not
advisable for direct food preparation.

Clean and taint-free
All Advantica® products have been
subjected to rigorous industrial testing
for volatile organic compounds (VOC).
Advantica® CL Clean has been tested
in accordance with EN 16000-9 by an
independent laboratory and achieved
the highest rating, A+

Reducing dust and dirt
The surface of the PET film provides an
electrical resistance to minimise the buildup of static charge. PET film is slightly
more susceptible to static charge when
compared with the PVC outer layer used
on Advantica® L Control. Nonetheless,
its properties help to repel dirt and dust
particles – delivering cleaner surfaces when
compared to a standard liner product.

Guarantee
We can offer a comprehensive
guarantee with Advantica® CL Clean
up to a duration of 10 years. This is offered
on a request basis and project by project.
For further information please see the
guarantees section.
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ADVANTICA® GM
A proven solution for non-aggressive controlled environments
with low traffic and minimal food contact.
We have been producing Advantica® GM
pre-finished steel over several decades.
It is a popular choice in controlled
environments where traffic is low and
where there is little risk of damage
occurring to the product and minimal
routine cleaning. It is suitable for use
in areas where there is intermittent
food contact only.
Advantica® GM is:
n Easy to clean
n Safe for use where direct food
contact is minimal

Manufactured with care

Choice of colours

We manufacture Advantica® GM using
a hot-dip galvanised substrate to
EN 10346. Following a pre-treatment,
an anti-corrosive primer is applied.
A smooth polyester topcoat is applied
on top of the primer. The nominal total
organic coating thickness is 25µm.

We can supply Advantica® GM in a variety
of colours to meet your needs and design
aims. In many cases, we can even match
our product to a specific colour – please
contact us to find out more.

The reverse side of the product has a
backing coat which provides excellent
adhesion to most forms of adhesive
and insulation.
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TECHNICAL
CHARACTERISTICS AND
TYPICAL PROPERTIES
The table below illustrates the technical characteristics
of the Advantica® pre-finished steel product range.
Alternative products are also available from the Colorcoat®
pre-finished steel range from Tata Steel should food safety
not be a requirement for your particular application.
Typical properties table
Physical characteristics

Test

Advantica® L

Advantica® CL

standard

Control

Clean

Advantica®
GM

Nominal thickness (µm)

EN 13523-1

120 (150 on

50

25

Gloss (%)

EN 13523-2

8-15

15 - 30

20-60

Flexibility (minimum bend

EN 13523-7

0T

1T

3T

request)

radius)
Pencil hardness

EN 13523-4

>4H

2H

HB-F

Scratch resistance (g)

EN 13523-12

4000

4000

>1800

Salt spray resistance (hrs)

EN 13523-8

500

500

360

Humidity (hrs)

EN 13523-26

1500

1500

1000

-40

-40

-20

60

40

80

CPI 5

CPI 5

CPI 3

Yes

Yes

Yes

Minimum continuous
temperature (°C)
Maximum continuous
temperature (°C)
CPI Category

EN 10169

Complies with EU legislation
for food safety and contact

(intermittent

with food products
Reaction to fire

contact only)
EN 13501- 1

B-s1,d0*

A1**

*Advantica® L Control fire testing is based on nominal thickness of the steel sheet 0.55mm, and a 120µ PVC film.
**Advantica® CL Clean fire testing is based on nominal thickness of the steel sheet 0.45mm
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IDEAL SOLUTIONS INSIDE AND OUT
The external weather side of the product is
just as important to consider as the internal.
Other products are available from the
Colorcoat® range of pre-finished steel
for the external application.
Furthermore Confidex® is the
comprehensive guarantee for the weather
side of the building, available when
Colorcoat HPS200 Ultra® or Colorcoat
Prisma® are used in a conventional building
envelope application, namely roof and
wall cladding in Zone 1 and Zone 2 areas.
For further information on zones please
refer to www.colorcoat-online.com
For further information please contact
the Colorcoat Connection® helpline
T: +44 (0) 1244 892434
E: colorcoat.connection@tatasteeleurope.com
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Recommended specification for controlled environments
For demanding external
environments, Colorcoat HPS200
Ultra® pre-finished steel is the ideal
super durable solution, or if aesthetics
are important Colorcoat Prisma®
pre-finished steel provides
outstanding aesthetics with
long lasting performance

For the internal face of the building
Advantica® L Control or Advantica®
CL Clean are available to meet
the controlled environment
individual requirements.

Both external products are available with the Confidex® Guarantee from Tata Steel for the weather side
of the building.

HOW CONTROLLED
ENVIRONMENTS ARE DEFINED
Advantica® products have been developed to meet strictly-defined
performance criteria.

applications. The table also provides a guide to the suitability
of Advantica® products in various applications.

EN 10169 classifies internal ambience (based on corrosivity
and humidity) from categories A1 to A6. The table below gives
a summary of the classification criteria along with suitable

Please contact us to discuss the best solution for your project.

Internal environments table
Defining criteria of atmosphere
Corrosiveness
A1

Non aggressive

Cleaning

Tata Steel product
Humidity

Examples of building use

Routine

Low

Office buildings, schools, residential

upkeep

hygrometry

(except kitchens and bathrooms),

Routine

Medium

Sports halls, cinemas, theatres, cold stores,

upkeep

hygrometry

supermarkets

Non intensive

High

Kitchens and bathrooms, food processing,

cleaning

hygrometry

industrial buildings with dry processes

Non intensive

Humid (risk of

Swimming pools, factory buildings with

cleaning

condensation)

wet process (e.g. breweries, wine cellars)

Intensive

Very humid

Mushroom culture dairies, seafood

cleaning

(frequent risk of

processing, cheese factories

Advantica®

Advantica®

Advantica®

L Control

CL Clean

GM

✓

✓

✓

✓

✓

✓

✓

✓

Consult

✓

Consult

Not to

Tata Steel

be used

Not to

Not to

be used

be used

dry storage buildings
A2
A3
A4
A5

Low aggressive
Medium aggressive
Aggressive
Very aggressive

Tata Steel

✓

condensation)
A6

Very aggressive

Very intensive

Saturated

Washing and soaking of tripe, leathers

Not to

Not to

Not to

cleaning

atmosphere

and hides, slaughterhouse

be used

be used

be used
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ADVANTICA® PRODUCTS
ARE TESTED AND CERTIFIED
Our products have been subjected to stringent testing
to prove their technical characteristics and performance
Independently certified
Advantica® L Control and Advantica® CL
Clean have been tested by an independent,
accredited laboratory to EN 1186, EN 13130
and CEN/TS 14234 standards. The tests
are designed to measure the leeching of
substances which might endanger health.
Both Advantica® L Control and Advantica®
CL Clean were found to be fully compliant
for both overall and specific migration and
deemed suitable for direct contact with
moist, dry and acidic foodstuffs.

Direction Sécurité, Structures et Feu
Division Etudes et Essais Réaction au Feu
Safety, Structures and Fire Department
Reaction to Fire Tests and Studies Division










Our products also comply with REACH
regulations on the registration, evaluation,
authorisation and restriction of chemicals.

REACTION TO FIRE EUROPEAN CLASSIFICATION REPORT

N° RA17-0153





Selon l’Arrêté du 21 novembre 2002 modifié relatif à la Réaction au Feu
des produits de construction et d'aménagement
Laboratoire pilote agréé par le ministère de l’intérieur (Arrêté du 5 février 1959 modifié)







According to the modified Ordinance dated November 21st, 2002 as regards the Reaction to Fire performance
of construction and installation products
Pilot laboratory approved by the Ministry of the Interior (Ordinance of February 5th, 1959 modified)

Valable 5 ans à compter du 13 juin 2017
Valid 5 years from June 13th, 2017








A la demande de :

TATA STEEL MAUBEUGE SAS
22 avenue Jean de Béco
59600 MAUBEUGE
FRANCE

Owner:



Marque(s) commerciale(s) :






Description sommaire :







ADVANTICA® L CONTROL

Commercial brand(s):

                 
                   








Tôle métallique

Brief description:

Metal sheet

Date du rapport :

13 juin 2017

Date of issue:

June 13th, 2017

Ce rapport de classement atteste uniquement des caractéristiques de l’objet soumis aux essais et ne préjuge pas
des caractéristiques de produits similaires. Il ne constitue pas une certification de produits au sens du code de la
consommation. Seul le rapport électronique signé avec un certificat numérique valide fait foi en cas de litige. Ce
rapport électronique est conservé au CSTB pendant une durée minimale de 10 ans. La reproduction de ce rapport
électronique n'est autorisée que sous sa forme intégrale. Seule la version française fait foi. Il comporte 5 pages.
This classification report certifies only the characteristics of the object submitted for testing but does not prejudge the
characteristics of similar products. So it does not constitute a product certification in the sense of the Consumer Code. Only the
electronic report signed with a valid digital certificate is taken in the event of litigation. The electronic report is kept at CSTB for a
minimum period of 10 years. The reproduction of this electronic report is only authorized in its integral form. Only the French
version is authentic. It comprises 5 pages.

Copies of Certificates of Compliance are
available upon request.
Advantica® products have been subjected
to rigorous, independent testing for volatile
organic compounds (VOC). Both Advantica®
L Control and Advantica® CL Clean have
been independently tested for liberation
of VOCs against EN ISO 16000-9. Both
products achieved an A+ rating.

RAPPORT DE CLASSEMENT EUROPEEN
DE REACTION AU FEU
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Nos Réf. MICH/AS/BONH/145305/RES 116535 A62 Rev1
Référence Client
Advantica® L Control
Customer's reference

Référence du rapport
Test report reference

Référence du rapport
Test report reference

Objet de l'essai
Test object

Norme / Méthode / Cdc Client
Standard / Test method /
Customer's specification
Technicien Essais
Production Technician
Damien ROCTON

ANGA

RAPPORT D'ESSAIS RÉVISÉ REVIEWED TEST REPORT
RES 116535 A62 Rev1

RES 116535 A72 Rev2

Nos Réf. LIM/MRI/ROCT/159984/RES 116535 A72_Rev2
Référence Client
- Advantica® CL Clean
Customer's reference

RES 116535 A72 Rev2
Annule et remplace le rapport RES 116535 A72 Rev1, que nous vous
demandons d'avoir l'obligeance de détruire ou de nous retourner ;
les modifications ont été effectuées page 1, 2 et 19
Cancels and stands in for report RES 116535 A72 Rev1, we ask you to
kindly destroy or return ; amendments were made page 1, 2 and 19
AIR INTERIEUR - PARTIE 9 : DOSAGE DE L'EMISSION DE
COMPOSES ORGANIQUES VOLATILS DE PRODUITS DE
CONSTRUCTION ET D'OBJETS D'EQUIPEMENT - METHODE DE LA
CHAMBRE D'ESSAI D'EMISSION
INDOOR AIR - PART 9 : DETERMINATION OF THE EMISSION OF
VOLATILE ORGANIC COMPOUNDS FROM BUILDING PRODUCTS AND
FURNISHING - EMISSION TEST CHAMBER METHOD
NFENISO16000-9/- 08/2006
Chef d'Unité Analyse Sensorielle
Sensory Analysis Unit Manager
Mickael RIVIERE

Code de sécurité Security Code: H273C545
Code de sécurité Security Code: A858O778
Prélèvement des échantillons effectué par le client. Les résultats d'essais fournis par SGS SERCOVAM concernent uniquement les échantillons
référencés dans le présent rapport. La responsabilité de SGS SERCOVAM ne sera pas engagée en cas de litige sur la représentativité de
l'échantillonnage au regard de la conformité de l'ensemble des produits fabriqués. SGS SERCOVAM ne reconnaît aucune reproduction partielle
du rapport d'essais fourni, les résultats annoncés étant à considérer dans leur contexte. SGS SERCOVAM reconnaît : - pour les rapports émis au
format papier : les reproductions intégrales des rapports d'essais (sous forme de fac-similé photographique uniquement), fidèles et en tous points
conformes à l'original du rapport certifié électroniquement conservé en ses locaux. - pour les rapports émis au format électronique : uniquement le
fichier au format pdf (conforme à l’ISO 32000-1) qu’il a certifié électroniquement, avant la transmission au client ; la certification électronique du
rapport, effectuée par l’Autorité de Certification KEYNECTIS CDS CA, reste valide indéfiniment tant que le fichier ne subit pas de modification. En
cas de litige, seul le fichier du rapport certifié électroniquement conservé par SGS SERCOVAM fait foi. Seule la partie du rapport rédigée en
français fait foi.
The samples were taken by the customer. The test results supplied by SGS SERCOVAM relate only to the test parts
referenced in this report. SGS SERCOVAM is not responsible, in the event of dispute, for matters relating to the
representative nature of this sampling in terms of its conformity with the total batch of manufactured product. SGS
SERCOVAM does not recognise any partial reproduction of the supplied test report, since the results obtained must
be considered in context. SGS SERCOVAM acknowledges: - For the reports issued in paper format: the reproduction
of test reports (in the form of photographic facsimile only), and faithful in all respects in accordance with the original of
the digitally certified report kept on his premises. - For the reports issued in digital format: only the file in pdf format
(conforming to ISO 32000-1) that has been digitally certified, before transmission to the client; the digital certification of
the report, conducted by the Certification Authority KEYNECTIS CDS CA, remains valid indefinitely as long as the file
does not undergo change. In the event of a dispute, only the file of the digitally certified report kept by SGS
SERCOVAM will be considered as being the authentic version. Only the French part of the report will be considered
as being the authentic version.

Objet de l'essai
Test object

Norme / Méthode / Cdc Client
Standard / Test method /
Customer's specification
Technicien Essais
Test Technician
Ludovic BONHOMME

RES 116535 A62 Rev1
Annule et remplace le rapport RES 116535 A62, que nous vous
demandons d'avoir l'obligeance de détruire ou de nous retourner ;
les modifications ont été effectuées page 5, et de 7 à 19
Cancels and stands in for report RES 116535 A62, we ask you to kindly
destroy or return ; amendments were made page 5, and form 7 to 19
AIR INTERIEUR - PARTIE 9 : DOSAGE DE L'EMISSION DE
COMPOSES ORGANIQUES VOLATILS DE PRODUITS DE
CONSTRUCTION ET D'OBJETS D'EQUIPEMENT - METHODE DE LA
CHAMBRE D'ESSAI D'EMISSION
INDOOR AIR - PART 9 : DETERMINATION OF THE EMISSION OF
VOLATILE ORGANIC COMPOUNDS FROM BUILDING PRODUCTS AND
FURNISHING - EMISSION TEST CHAMBER METHOD
NFENISO16000-9 (08/2006)

Chef d'Unité Analyse Sensorielle
Sensory Analysis Unit Manager
Annabelle SCHNEIDER

Code de sécurité Security Code: N504J776
Code de sécurité Security Code: R614M886
Prélèvement des échantillons effectué par le client. Les résultats d'essais fournis par SGS SERCOVAM concernent uniquement les échantillons
référencés dans le présent rapport. La responsabilité de SGS SERCOVAM ne sera pas engagée en cas de litige sur la représentativité de
l'échantillonnage au regard de la conformité de l'ensemble des produits fabriqués. SGS SERCOVAM ne reconnaît aucune reproduction partielle
du rapport d'essais fourni, les résultats annoncés étant à considérer dans leur contexte. SGS SERCOVAM reconnaît : - pour les rapports émis au
format papier : les reproductions intégrales des rapports d'essais (sous forme de fac-similé photographique uniquement), fidèles et en tous points
conformes à l'original du rapport certifié électroniquement conservé en ses locaux. - pour les rapports émis au format électronique : uniquement le
fichier au format pdf (conforme à l’ISO 32000-1) qu’il a certifié électroniquement, avant la transmission au client ; la certification électronique du
rapport, effectuée par l’Autorité de Certification KEYNECTIS CDS CA, reste valide indéfiniment tant que le fichier ne subit pas de modification. En
cas de litige, seul le fichier du rapport certifié électroniquement conservé par SGS SERCOVAM fait foi. Seule la partie du rapport rédigée en
français fait foi.
The samples were taken by the customer. The test results supplied by SGS SERCOVAM relate only to the test parts
referenced in this report. SGS SERCOVAM is not responsible, in the event of dispute, for matters relating to the
representative nature of this sampling in terms of its conformity with the total batch of manufactured product. SGS
SERCOVAM does not recognise any partial reproduction of the supplied test report, since the results obtained must
be considered in context. SGS SERCOVAM acknowledges: - For the reports issued in paper format: the reproduction
of test reports (in the form of photographic facsimile only), and faithful in all respects in accordance with the original of
the digitally certified report kept on his premises. - For the reports issued in digital format: only the file in pdf format
(conforming to ISO 32000-1) that has been digitally certified, before transmission to the client; the digital certification of
the report, conducted by the Certification Authority KEYNECTIS CDS CA, remains valid indefinitely as long as the file
does not undergo change. In the event of a dispute, only the file of the digitally certified report kept by SGS
SERCOVAM will be considered as being the authentic version. Only the French part of the report will be considered
as being the authentic version.

SERCOVAM FAIT MAINTENANT PARTIE DE SGS, LE LEADER MONDIAL DE L’INSPECTION,
DU CONTRÔLE, DE L’ANALYSE ET DE LA CERTIFICATION

Fire performance of Advantica® products
has been tested against EN 13501-1 +A1
and performance data is available
upon request.
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GUARANTEED PERFORMANCE
For added peace of mind, Advantica®
L Control and Advantica® CL Clean are
available with market-leading guarantees.
As a manufacturer we go beyond delivering
our market-leading products. We support
our customers with a guarantee from Tata
Steel and offer a full range of technical
support and guidance.
We offer a comprehensive guarantee with
Advantica® L Control up to a duration of 15
years and Advantica® CL Clean up to
a duration of 10 years. These guarantees
are offered on a project by project basis
and the duration of the guarantee offered
will be be based on our vast experience
of the performance of these products,
in ‘real life’ situations.

During the design stage or tendering
process of a project, Tata Steel can
provide technical support on a project
by project basis.
To find out what guarantee duration you
can have for your project please complete
an Advantica® Guarantee request form
available from Tata Steel.
Tata Steel will issue a draft statement
including length of guarantee for the
project. When the product is ordered
from Tata Steel, we will then issue the full
guarantee via the system manufacturer
with the same guarantee duration. Not only
does it remove much uncertainty during
the tendering process of a project, it also
provides peace of mind that the product
is fully supported by Tata Steel for the full
length of the guarantee.

Only buildings designed or constructed
in accordance with the current guidelines
on the Tata Steel website:
www.colorcoat-online.com will be
covered by a guarantee.
The panel design should be such that no
cut edges are exposed. Panels should be
sealed with a neutral curing silicone sealant
and all sealed joints, fixtures and fittings
should be inspected periodically to ensure
the integrity of the sealant is maintained.

The Tata Steel Guarantee process

System manufacturer submits details of
product application/building use via a
guarantee application form.

Information is evaluated and Tata Steel
commit to guarantee duration period via
a draft guarantee.

Following completion of the product
application/building, Tata Steel will provide the
system manufacturer with an official guarantee
stating the agreed duration.

17

Advantica® Pre-finished steel for controlled environments

CLEANING AND MAINTENANCE
Key points for efficient cleaning and preservation
As there are so many different sorts and
sources of cleaning products on today’s
market, recommendations regarding use
of the product is the responsibility of the
end user based on information provided by
the detergent manufacturer. However, we
strongly recommend that you follow the
advice given below, which is based on
our experience.
The best way to ensure surfaces are free
of microbes including viruses is regular
intensive cleaning. Both Advantica® L
Control and Advantica® CL Clean are
sufficiently robust to withstand this.

n

n

n

n

n

n

n

n

n

n
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Use cleaning agents in concentrations
indicated by the manufacturer

The
temperature of use should generally
be 30°C (punctually at 50°C to
dissolve fats)
Contact time with the surface must
not exceed 30 minutes

The
pH of the cleaning products
must be between 5 and 9

n

n

n

n


Use
neutral cure silicon seals. Avoid
sealants which contain acetic curing
agents

The
panel design should ensure that no
cut edges are exposed. Any exposed cut
edges should be treated
Seals between panels, plinths and
accessories should be checked on a
regular basis and replaced as required
 strongly advise against detergents
We
with high chlorine content or containing
phosphoric acid
Advantica® L Control and Advantica® CL
Clean may be easily cleaned even with
aggressive chemicals such as Hydrogen
Peroxide (H2O2) and detergents containing
vaporous hydrogen peroxide
Advantica® GM must not be cleaned
with Hydrogen peroxide as it will cause
irreparable damage to the product

n

n

n

Preference

should be given to products
formulated with a corrosion inhibitor
when selecting cleaning products

When
selecting and using cleaning
materials the end user must always follow
the manufacturer’s instructions for use
After

cleaning, rinse thoroughly to ensure
the complete removal of detergent
Grease

can also be removed with a soft
cloth and white spirit. Surfaces cleaned in
this way must be immediately rinsed with
clean water
Use

of organic solvents and abrasive
cleaners must be avoided on the surfaces
Rooms

at a temperature of less than
or equal to 0°C must not be flushed
with water
Only

cleaning product suppliers are in a
position to help the end user determine
their hygiene plan and advise on the use
of detergents and disinfectants

Approved by Bioquell
Bioquell, an Ecolab solution, is a wellestablished global leader providing
validated and compliant surface and
airborne bio-decontamination for the
pharmaceutical, life science and healthcare
sectors. Used globally, it eradicates biological
contaminants including problematic
bacteria, viruses and fungi on every
exposed surface.
Viruses can contaminate and survive
for long periods on surfaces. Therefore,
effective disinfection is essential for
stopping transmission.

They regularly conduct tests to determine
the effect of hydrogen peroxide vapour on
various commonly encountered materials.
Food safe pre-finished steel products
produced by Tata Steel have been tested
for compatibility with Bioquell vaporous
H2O2 (HPV-AQ).
Bioquell confirms that Advantica® L Control
and Advantica® CL Clean were unaffected
by the accelerated test demonstrating
suitability for use with a vapour produced
using a 35% concentration of
Hydrogen Peroxide.

Bioquell’s Hydrogen Peroxide Vapour
is a vapour-phase disinfection method.
It achieves a level of efficacy unmatched
by standard cleaning practices and
other disinfection technologies.
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www.tatasteelconstruction.com

Trademarks of Tata Steel UK Limited
Advantica, Colorcoat, Colorcoat HPS200 Ultra,
Colorcoat Prisma, Colorcoat Connection and
Confidex are registered trademarks of Tata Steel
UK Limited.
While care has been taken to ensure that the
information contained in this brochure is accurate,
neither Tata Steel Europe Limited nor any of its
subsidiaries accepts responsibility or liability for any
error or information which is found to be misleading.
This document is provided without a warranty of any
kind, either express or implied.
Before using products or services supplied or
manufactured by Tata Steel Europe Limited and its
subsidiaries, customers should satisfy themselves as
to their suitability.
Printed with biodegradable vegetable inks on
material sourced from responsible managed forests,
certified in accordance with the FSC. Contains 10%
recovered fibre, diverting waste from landfill.
Image courtesy of KCS Clean room.

Tata Steel
Maubeuge
22, avenue Jean de Béco
BP 12099 Louvroil
59606 Maubeuge Cedex
France
T: +33 (0)3 27 530 569
colorcoat.connectioneu@tatasteeleurope.com

Colorcoat Connection® helpline UK
Shotton Works
Deeside
Flintshire CH5 2NH
United Kingdom
T: +44 (0) 1244 892434
colorcoat.connection@tatasteeleurope.com

Colorcoat Connection® helpline Nl/B
Postbus 10.000, 1970 CA IJmuiden
Netherlands
T: +31 (0) 251 492206
Belgium
T: +32 (0) 3 2808016
colorcoat.connectioneu@tatasteeleurope.com
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